E xistin
Groun

1" Joint

ELEVATION - PIER - WEST FACE

(Looking Southeast)

€ Roadway and Bridge ———-—:

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

LPA.

VIEW A-A

ELEVATION - PIER - EAST FACE

(Looking Northwest)

15°-6" 15-6"
Stage Construction Line
6 Proposed Dowel Rods
(Typ. except as noted)
Existing Dowel Rods ! 1 L !
2v
2 ) I 0"l oy 0
A ‘.!”;"’9..3;9 D W 2"\ s-0m1-01" 3127 | 4
(Typ across /amf) 4"
A} a + +

¢ Brg. W. Span
/7 ;\1~; l—@ Pier

Fobrfc Brg. Pad
x 9" x I"-3b"
(Typ. Both Slde.s) —

- W

MOD]JESK lndMASTERS

Consulting Engineers
SINCE 1893

DESIGNED RLM

CHECKED MEL

DRAWN AEC

CHECKED RLM

10/04/07

Fabr/c Brg. Pad
b x 9" x 27"
(Typ. excepl as nofed)

Fabr/c Brg. Pad

2:‘ x 9.. X 1/ 5[2::

and Tapered Steel Shim
(Typ. across joint)

PLAN - PIER BEARING SEAT

Proposed
Dowel Rods

A
4

(Looking Downstation)
Concrete wearing surface not shown for clarity.

|
A [

Fabric Brg. Pad
L'x 9" x 2-9"
(Typ across joint)

; |
2
M ~N
€ Brg. E. Span

Crack Length —/S

Abutment
Brg. Seat

b"x 9" x 55"

[—— 5" x 6" PJF,
Full Width
E xisting Dowel Rods
(Typ. except as noted)
S A Y
7" x 36" 7" x 48"
P.C.C. Deck P.C.C. Deck
Beam Beam
T p—— |
/ I6/FT |\ JerFT
Fabrlc Brg Pad —_—
e X I'-35" 6" 6"
Tapered Steel Shim Fabr/c Brg. Pad
|
P ) € Roodway
Stage Construction Line —— I-n & Bridge

SECTION A-A

SHEET wo, 13

14 sHeers

NOUTR O, SECT IO COUNTY "s"ﬁ bﬂ'
F.AP.
778 38R-1 HARDIN 69 23
5. %000 cist. 0. mors | rea.aio emoster-
Contract #78023
Existing
Ground Line
BILL OF MATERIAL
Item Unlt Total
Structural Repair of
Concrete (Depth Equal Sq. F1. 6
to or less than 5 inches)
Concrete Sealer Sq. F1. 6
Epoxy Crack Injection Foot 36

LEGEND

Structural Repair of Concrete

(Depth equal to or less than 5%

Epoxy Crack Injection

Existing Dowel Rod/Pre-stage I Shoring Dowel Rod

o Proposed Dowel Rod

Notes:

Existing and Pre-stage I dowel rods shall be burned off

flush with the existing concrefe face, ground smooth, and

sealed with epoxy. Cost is included with Removal of Existing

Superstructures.

Concrefe sealer shall be applied fo concrete repair areas.
Cracks 2 " shall be repaired by epoxy crack sealing
according to Section 530 of the Standard Specifications.

PIER REPAIRS

ILL, ROUTE 34 OVER PINHOOK CREEK

F.A.P. ROUTE 778 SECTION 3BR-1

HARDIN COUNTY

STATION 806+15.00

STRUCTURE NO. 035-0005




